
Idromix ST3-0503
Description
Idromix is a powdered additive which, when added to mortars and
concrete provides a notable water repellent quality in mass against
water  penetration.  The  product  does  not  alter  the  times  of  the
beginning and end of the setting; it is completely free of chlorides
and  therefore  it  does  not  harm  reinforcement  rods  and  the
equipment it comes into contact with.

Uses 
Idromix is used as an additive for casting concrete foundation walls,
dams, swimming pools, tanks, reservoirs, canals and all structures
which must contain or exclude water. It is also used as an additive
for mortars on walls exposed to beating rain, on structures below
round level etc.

Compatibility
The product is compatible with all  Portland, Pozzolanic and blast
furnace cements:  It  is  also compatible  with other  Kimia  concrete
additives including aerators, super fluidifyers and expanders. Each
additive, however must be added separately to the mix.

Application 
Idromix  must  be  added  when  dry  to  the  mortar  or  concrete  in
quantities of  1-2 % of the cement weight (1-2 kg per 100 kg of
cement).

Packaging 
Multi layered sacks of kg.
Pallets kg 1000.

Storage 
Idromix  should  be kept  away  from moisture.  Store  in  a  dry  and
sheltered place. In these conditions  and in  sealed containers  the
product’s stability is 24 months.

Warning 
Product  intended  for  professional  use.  Technical  features  and
instructions reported in this literature are based on our experience
and the actual state of science and given in good faith. However it
is important that users satisfy themselves that they have chosen an
appropriate mix and have a suitably skilled workforce to assure the
quality of the finished work for which the manufacturer is not liable.
Customers  should  make  sure  that  all  technical  literature  in  their
hands is the latest issue update and that the product overall meets
with their requirements and specifications.
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