
Kimicover IN ST3-0503
Description
Kimicover  IN is  a  ready-to-use  single  component  formula  with  a
base of synthetic resins capable of reacting with carbon dioxide, of
reticulating  inside  masonry  where  considerable
humidity is present. Kimicover IN is solvent free, non
toxic,  non-inflammable,  colourless  and  odourless.
Thanks to its low viscosity and low specific weight, it
easily penetrates the capillaries or walls to render the
treated zone waterproof

Uses 
Kimicover IN is used to create a continuous chemical barrier both
horizontally and vertically inside masonry (of any thickness) to block
rising damp.

Application 
Drill 24 mm diameter holes and interaxes of approximately 15 cm,
25 cm above the ground with a depth equal to the width of the wall
less  a  diaphragm  of  5  cm.  Fix  the  special  injectors  and  inject
Kimicover IN. Let the product penetrate for 24 hours, then remove
the  injectors  and  proceed  to  close  the  holes.  The  walls  to  be
plastered must  always  be further  treated with  desalinizers  such  a
Limepor RZ and dehumidifiers Limepor DF or Limepor Macro at an
appropriate height established together with our Technical Office.
For further information, consult our Technical Office.

Characteristics Value

Colour Incolore

pH UNI 8311 8,5 - 9,5

Density UNI EN ISO 2811 - 1 1,03 ± 0,01 g/cm³

Minimum filming temperature +5 °C

Complete hardening a 20°C 7 days

Refraction Index 1,347

Packaging 
Plastic cans of 5 kg
Plastic cans of 25 kg

Coverage 
Approximatly  250 gr/ml per each cm of width depending on the
type of wall.

Storage 
Store the product at a temperature not lower than +5°C. In sealed
containers and in a dry environment, the product’s stability is 24
months.

Warning 
Product intended for professional use.
Apply the product using gloves and goggles to avoid contact with
eyes and skin.

The  information  in  this  sheet  is  based  on  our
experience and therefore we consider it to be exact.
However they cannot be a guarantee from us for
their use.
The client will have to verify that the sheet is update
and that the product is fit for its specific use.
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Ready-to-use single component formula
used to create a continuous chemical barrier

http://www.kimia.it/default/documents/schede_tecniche/EN_kimicover_in.pdf
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