
Description
Kimicover K80 is an acrylic resin dispersed
in  water  specially  studied  to  impregnate
and strengthen items of type 'D',  auxiliary
with  the  removing  according  to  the
Ministerial  Decree  according  dated  20
August 1999. The product is bioacid and it
impregnates  and  consolidates  items  in
deteriorated  cement,  in  removal  and
disposing interventions.

Uses 
Kimicover K80 is used to encapsulate strips of asbestos cement, type
D, to eliminate the dispersion in the air  of  fibres during removal
treatments. It prevents the detachment of fibres joined loosely, giving
peace  of  mind  to  workers  about  the  working  environment,  in
compliance  with  all  specific  regulations.  Kimicover  K80  hardens
quickly leaving a thick waterproof blue or red film.

Application 
Kimicover K80 is a ready to use product to be sprayed with airless
pump on asbestos cemented tiles to be removed, according to the
levels of consumption indicated on the relevant sheet.

Compliance
As specified in its relevant 'Certificate of compliance', the product is
specially studied for encapsulation type 'D', according to DM dated
20 August 1999; it fulfils all the requirements of the Regulation n°
257 of the Decree of the Ministery of Health (enlargement of the
regulations  and  technical  methodologies  for  reclamation  works,
included those to make harmless items containing asbestos, under
Paragh 5,1) of march 27 1992 nr.257, containing also regulations
concerning the cases in which asbestos should not be used.

Characteristics Value

Colour contrastante col supporto Red

Solid content UNI 8309 17 ± 1 %

Drying period ASTM D1640 30 mins

Viscosity (a 20°C e 500r.p.m.) UNI 8490-3 1 - 10 mPa·s

Apparent volumetric mass UNI EN ISO 2811 -1 1,01 ± 0,05 g/cm³

Appereance Liquid fluido

Thickness of dried film 20 μ
Number of components Monocomponente

Complete hardening a 20°C 7 days

pH UNI 8311 8,7 - 9,2

Minimum application temperature +5 °C

Coverage 0,180 Kg/m²

Solvents Absent

Hazard classification 1999/45/CE e 67/548/CEE No hazards

Packaging 
Plastic cans of kg 25
Vats of kg 1000

Consumption
It varies according to the porosity of the support and will be around
180-250 g/m²

Storage 
The product will last 24 months if kept its original sealed container
at a temperature not lower than +5°C or higher than +40°C.

Warning 
Product intended for professional use. 
Do not apply the product if rain is forecast, if it is foggy on surfaces
wet with dew and at temperatures lower than +5°C. 
The  equipment  used  for  the  preparation  and  application  of
Kimicover K80 must be cleaned with water before hardening starts.
The  product  must  be  handled  with  care:  use  gloves,  protective
creams and goggles to avoid contact with skin and eyes. In the case
of contact with the eyes, rinse with abundant water and consult a
doctor. 
The technical specifications and application methods recommended
here are based on our current knowledge and experience and do
not represent any form of guarantee of the final results obtainable
with the product.
It is the customer's responsibility to check that this data sheet is still
effective and it has not been replaced by a more updated version,
and that the product is suitable for the intended use.

Kimicover K80
ST4-0516

Low-viscosity copolymer latex that also has a disinfectant mildewjiller. It is designed specifically 
to prevent asbestos fibers from being released into the air during removal.
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Tel (+39) 075.5918071 - Fax (+39) 075.5913378 - www.kimia.it - info@kimia.it.

Since 1995, Kimia S.p.A.has been operating in a Certified Quality System, currently in compliance with UNI EN ISO 9001:2008


