
Kimitech K60 ST4-0607
Description
Kimitech  K60  is  a  single-component,  deep-
penetrating  synthetic  resin.  It  is  100% water  and
alkali-resistant.
The extremely fine particle size in Kimitech K60 resin
ensures  it  penetrates  deep  into  the  substrate,
guaranteeing a very high degree of consolidation. It
can also be applied to damp substrates.

Uses 
Kimitech K60 is used to provide dust-proof consolidation on internal
dusting  surfaces  (walls,  ceilings,  and  vaults)  made  of  brick,
natural/imitation stone, plaster, or in wooden structures. It is used as
a clear, dust-proof treatment for concrete floors, even those subject
to rising damp (but not high abrasion).

Application 
Kimitech K60 is a single-component, ready-to-use product that can
be applied with a brush, roller or spray gun to clean surfaces with
no dirt, grease or flaking parts.
Apply one or more coats of Kimitech K60 with a brush or roller,
being careful to spread it evenly and using the product sparingly
each time: the product must penetrate the substrate in full, leaving
no residue on the surface.

Characteristics Value

Consistency Liquid

Colour white

Density UNI EN ISO 2811 - 1 1,03 g/cm³

pH UNI 8311 7 - 8

Solid content UNI 8309 14 %

Brookfield viscosity (300 r.p.m. e 25°c) UNI 8490-3 1 - 10 mPa·s

Complete hardening a 20°C 7 days

Minimum filming temperature 0 °C

Packaging 
5 kg plastic can.
25 kg metallic container.

Consumption
0.050 - 0.300 Kg/m² each coat, depending on substrate porosity.

Storage 
Protect from frost.
Store the product at temperatures above +5°C.
In these conditions and in sealed containers, Kimitech K 60 remains
stable for 24 months.

Warning 
Product for professional use.
The equipment  used to prepare and lay Kimitech K 60 must  be
washed with water before hardening.
The technical specifications and application methods recommended
herein are based on our current knowledge and experience and do
not represent any form of guarantee of the final results obtainable
with the product.

It is the customer’s responsibility to check that this data sheet is still
effective and has not been replaced with a more recent version, and
that the product is suitable for the intended use.
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Kimitech K60
ST4-0607

Single-component acrylic resin for dustproofing impregnation 
treatments on concrete, brick and stones.
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