
Limepor FN ST7-0210
Description
Limepor FN is a ready-to-use  finishing mortar
for  traditional  plasters  or  Limepor-based.  CE
marked  product  as  mortar  for  internal  and
external GP CS III in compliance with the 998-
1.  The  product  contains  recyclable  materials
(>30%). It is intended specifically as a finishing
coat  for  traditional  plasters/renders  and  Limepor-based  ones.
Limepor FN has a low content of water-soluble salts, an excellent

colour  effect  with  light  beige/brownish
shading  and  is  physically  and  chemically
compatible  with  the  components  used  in
historic masonry. 
In contact with water, the hydraulic lime reacts
to form hydrated products that are extremely
unsoluble  and  very  stable  in  terms  of  the
chemical base

Uses 
Finishing coat for traditional internal/external plasterwork Limepor or
Tectoria;  finishing  of  dehumidifying  plasters  mono  and  multi-
product;  finishing  coat  for  heat-insulating  plasters  using  Tectoria
TH1 (along with Kimitech 350 or Kimitech 500 mesh).

Application 
Limepor FN must be mixed with approximately 21% drinking water
(5.2 -5.8 litres per 25 kg pack). 
We recommend you put 3/4 of the water required in the mixer then
gradually  add  the  remaining  amount  until  the  right  consistency
forms. Mix carefully to form a smooth mixture. 
No  other  binders  must  ever  be  added  to  the  mixture  during
preparation and laying. 
Apply with normal manual or mechanical tools. 
Do not remix by adding water to the product when it has already
started to set. 
Limepor FN must be applied to dry, cured surfaces that are level,
compact, clean and dust-free, with no loose parts or traces of paint,
grease  or  any  other  material  that  may  impair  the  quality  of  the
bond. 
Wet the substrate well then spread two coats of the product using a
metal spreader, waiting until the first one has started to set before
applying the second; smooth the top coat down with force until the
surface is perfectly sealed and level. 
Do not apply the product in layers that are more than 3 mm thick.

Packaging 
25 kg multilayer paper bag.
1,500 kg pallets.

Coverage 
1.5 kg/m² per mm thickness.

Storage 
Protect from humidity. Store in a dry, sheltered place. Stored in these
conditions and in unopened containers, the product remains stable
for 12 months.

Characteristics Value

Appereance Powder

Colours Beige-nut

pH in water dispersion 11,5 - 12,5

Application temperature +2 - +35 °C

Granulometric distribution
UNI EN 1015-1 (not-seved at 1,00mm)

100 %

Granulometric distribution
UNI EN 1015-1 (not-seved at 0,60mm)

81 %

Granulometric distribution
UNI EN 1015-1 (not-seved at 0,09mm)

35 %

Granulometric distribution
UNI EN 1015-1 (not-seved at 0,06mm)

32 %

Apparent volumetric mass of wet mortar
UNI EN 1015-6

1760 ± 50 Kg/m³

Workability time of wet mortar UNI EN
1015-9

135 ± 30 mins

Correction time of wet mortar UNI EN
1015-9

4 ± 1 mins

Consistency of wet mortar
UNI EN 1015-3

150-170 mm

Concrete adhesion (UNI EN 1542) 0,50 MPa

Thermal conductivity UNI EN 1745 0,76 W/m°K

Characteristics
Limit value for GP

mortars
Typical value

Apparent volumic mass of wet
mortar UNI EN 1015-6

Declared value 1710 ± 50 Kg/m³

Resistance to compression 28
days UNI EN 1015-11

CS I (0,4 – 2,5 Mpa)
CS II (1,5 – 5 Mpa)

CS III (3,5 – 7,5 Mpa)
CS IV (≥ 6 Mpa)

CS III

Adhesion
UNI EN 1015-12

Declared value

> 0,6 MPa

Water absorption due to 
capillary  action 
UNI EN 1015-18

W0

Water vapour permeability 
coefficient UNI EN 1015-19

 < 15μ

Reaction-to-fire class A1

Warning 
Product for professional use. 
The  use  of  natural  raw  materials  may  result  in  natural  color
variations from one production lot to another.
If the product is not covered, use only material from the same batch
of production and organize the installation in continuity or, if this is
not possible, apply the product for environments definitida cuts in
correspondence with string courses, edges, etc..
Only use enough water to obtain the right mix. 
Before using, check bags have not been damaged, and do not use
the product if there are any lumps. 
Use the entire contents once the bag has been opened. 
Do not apply Limepor FN to surfaces with loose, flaky parts: contact
our technical support service for assistance. 
Do not apply at temperatures under +2 °C or above +35 °C, to
surfaces in direct sunlight, when it is about to rain, or on windy or
misty days. 

Limepor FN
ST8-0814

Natural hydraulic lime based mortar for internal and external surfaces with
 max granulometry 1 mm. CE marked product as mortar for  internal 

and external GP CS III in compliance with the 998-1.
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The technical specifications and application methods recommended
herein are based on our current knowledge and experience and do
not represent any form of guarantee of the final results obtainable
with the product. 
It is the customer’s responsibility to check that this data sheet is still
effective and has not been replaced with a more recent version, and
that the product is suitable for the intended use (use the Qrcode to
download this technical sheet).

Eco-sustainability
This  product  supports  the  designers  in  the
realization  of  the  certified  works  LEED®,  'The
Leadership in Energy and Environmental Design', in
compliance with the U.S. Green Building Council.

For  further  informations  about  the  credits  kindly  contact  the
Technical Department, email: ufficiotecnico@kimia.it.

LEED®  is a green building certification program that recognizes best-in-
class building strategies and practices.
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